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Tradeseal 

MS60NG 
High quality MS-Polymer sealant / adhesive 

 
 
 
 

Product Description 
 
Tradeseal MS60NG is a new generation single component joint sealant and high strength adhesive.  It is based on MS-
Polymer, chemically neutral and fully elastic. Tradeseal MS60NG is formulated for use in low movement joints in 
construction, automotive and marine and areas where a tough, flexible and waterproof rubber seal is required.  
 
Tradeseal MS60NG is suitable for bonding and sealing in industrial and refrigerated trailers, commercial vehicles, cars, 
vans, caravans and motorhomes. Prior testing for paint is highly recommended, and if the application is always to be 
overpainted, the use of PU40FC Easygun is advised instead.  
 
Tradeseal MS60NG is suitable for bonding and sealing in sandwich panel manufacture, signmaking and fixing, 
composite panels, ducting, metal constructions which are subject to vibration, etc 
 
Tradeseal MS60NG is suitable for bonding and sealing in the building industry, internal and external, to bond and seal 
elements which may be subject to vibrations or deformations. The adhesion is excellent on a wide range of substrates 
including tiles, plaster/plasterboard, glass, timber and timber based products, PVC hygienic cladding, most metals, 
polystyrene, stone, concrete, etc. 
 
Not suitable for certain plastics like Polypropylene, Polyethylene, Polythene, Teflon. Avoid contact with oils, 
plasticisers, or substrates like bitumen, asphalt silicone, etc. Tradeseal MS60NG must not be used in toys or childcare 
articles which can be placed into the mouth by children. 
 
 
 

Technical data 
 

Appearance     Thixotropic paste 
Colours      Black, white and grey 
Density at 20°C     Black 1.27, grey and white 1.34 
Sagging (ISO 7390)    < 2mm 
Application temp     8 – 30°C 

 Skin formation time at 23°C and 50% RH  20 – 30min 
Cure time at 23°C and 50% RH   approx 3mm after 24 hours 
Shore A Hardness (Internal method IT-20 after  >50 after 14 days 
ISO 868 – 3 seconds) 
Modulus at 100% (ISO 37)    approx 1.0 MPa 
Modulus at break (ISO 37)    > 1.8MPa 
Elongation at break (ISO 37)    > 300% 
Tear Strength (ISO 34)    Approx. 10 N/mm 
Volume loss (ISO 10563)    < 2% 
Temperature resistance    - 40 to + 100°C on fully cured sealant 
UV Resistance     Excellent 
Compatibility with paints    Yes, but carry out tests beforehand. 
 

The Glue People 
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Instruction for use 

 
 

 
 
 
 
 
 

Important Notice 

 

 

Data contained in this document is for information only and is believed to be reliable. Trade Grade Products 
Ltd (TGP) cannot assume responsibility for results obtained by others over whose methods we have no 
control.  It is the user's responsibility to determine suitability of the product for any specific purpose and 
TGP is pleased to provide a sample upon request. 
Before using this product ensure that you have been supplied with and have read carefully the following 
information. 
 The hazard label (complying with latest CDG/CPL regulations) applied to the container. 
 Material Safety Data Sheet, Tradeseal MS60NG. 

Substrates to be sealed/bonded must me clean, dry (MS60NG will bond in the wet but the final strength may be
slightly reduced), and free from dirt, dust, grease, and other contaminants. If cleaning is required use Tradesolve 3, or 
Tradesolve IPA Adhesion promoter for more sensitive surfaces. Check compatibility with substrate prior to using solvent.

Extrude MS60NG from a normal mastic gun, and fill joint, tooling with a putty knife or similar dipped in soap water. 
Tooling with solvent cleaners or white spirit is NOT recommended.

For adhesive use, either gun onto one surface in a wavy pattern, then bring the two surfaces together immediately. If a
 full bond is required, gun MS60NG onto the surface and comb out using a glue spreader prior to bringing the surface 
together. Smooth out the surfaces immediately to get a flat surface.

Tools can be cleaned when the adhesive is still wet using Tradesolve 3.

It is important to leave a bond line with this type of elastomeric adhesive, i.e. the adhesive layer should be between 
1mm and 2mm thick, do not squeeze the bond line to zero.


