
TECHNICAL DATA SHEET

Hot melt adhesive

BAM 366

Special features

BAM 366 has a very light colour and appears

colourless as a compressed bead.  Combined with 

its low odour, the adhesive is ideal for food 

packaging applications.

BAM 366 has a high molten tack and versatile

adhesion to the plastics and plastic coated materials

that are frequently used for wrapping or packing 

food products, especially chilled and dairy products

where it has been successfully used for deep freeze

applications down to -40°C.

The high hot tack of BAM 366 makes it ideal 

for ream wrapping. Laboratory tests have shown its heat

resistance to be in excess of 70°C.

Applications

Packaging  BAM 366 is a very pale coloured, high

speed hot melt adhesive formulated to give 

excellent adhesion on a wide variety of ‘difficult’

surfaces.  It is also flexible and perform well at low

ambient temperatures.  It is ideally suited to bag,

carton and case sealing and applications such as 

straw attachment and ream wrapping.
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Methods of application 
Jet, wheel or dauber- Suggested running temperature is 150°C to 170°C, depending upon machine settings 

and materials to be bonded. 

Technical characteristics

Adhesive type Synthetic polymer based hot melt

Brookfield viscosity  (BA QA101) See curve above for typical values

Viscosity at suggested application temperature  1,200 cPs at 160°C (typical value) 

Ring and ball softening point (BA QA102)  110°C (typical value)

Adhesive open time  Very short

Adhesive molten tack High

Colour  Very pale amber

Packaging Pastilles

FDA approved
All the constituent parts of this adhesive have been approved by the American FDA under CFR 21.175.105 

(adhesives)
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Health and safety 
 
Use protective clothing and take normal precautions when using hot liquids. 
 

Burns Do not attempt to remove cold adhesive from skin – seek medical 
advice. 

Hot fumes Do not inhale.  Use in a well ventilated area. 

Fire risk Use at recommended running temperatures. 

 

Thermal stability 

 
All Beardow Adams hot melt adhesives are formulated to minimise the risk of degradation at 
elevated temperatures.  To ensure clean running, however, keep to the suggested 
application temperature, check thermostats regularly and never exceed 200ºC. 
 

Storage    
 
Store in a clean dry place at temperatures between 5 and 30ºC with containers kept closed.  
Use oldest stock first. 
 

Further advice 

 
Highly experienced members of Beardow Adams’ technical department are always available 
to help solve your adhesive problems and to give general advice.  If you require further 
technical details on this hot melt adhesive or any other product from our range. Please 
contact our laboratory. 
 
To arrange samples and trial quantities, please phone our sales department.  Both 
departments can be contacted on 01908 574000 or faxed on 01908 574060. 
 

Please note    
 
The statements made in this data sheet are the experience of Beardow Adams in the field 
and the result of very careful laboratory evaluations by trained and qualified staff employing 
British Standard and similar test methods.  No guarantee can be made, however, as regards 
specific applications as conditions and substrates etc are different for each individual case.  
Full production trials and end-use testing should be undertaken to properly evaluate any 
adhesive under specific conditions. 


