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B243 
 

Oil Tolerant Removable Threadlocker / Sealant  
 

 
 
Tradelock B242 Threadlocker and its variants are a general purpose removable medium strength product.  All removable 
nut grades will hold all metric and imperial or conventional sized nuts and bolts, meeting the requirements of over 80% of 
fastening applications.  B242 does not run off or drip and does not migrate after assembly.  Once applied, parts slip 
together easily, lubricated by the adhesive. 
 

 
 
Replaces lock washers and plastic inserts. Locks machine tool access bolts, studs and hydraulic systems bolts. Used on 
gearbox bolts/driveshaft, bearing cover cap screws, countersunk screws, conveyor roller bolts and construction 
equipment.  Using Nutlock is easy, the products are colour coded blue, and once cured, they seal and vibration proof the 
assembly, giving controlled breakloose and prevailing torques. Using conventional tools you can disassemble parts. 
When force is applied, the parts break loose (first movement), but it will take several turns before the cured film will stop 
resisting the turning action, thus ensuring against component disassembly. 
 

 
 
Base 
 

Dimethacrylate 

Colour 
 

Blue Thixotropic 

Cure Speed (Activator) 
 

< 5 minutes 

Cure Speed (No Activator) 
 

10 minutes @ 25°C 

Viscosity 1500 - 2000 cps 
 

Gap Fill 
 

0.25mm 

Specific Gravity 
 

1.06 

Flash Point 
 

> 80°C 

Shelf life 
 

12 months @ 20°C 
 

Operating Temperature 
 

-50°C to +150°C 

Cured Performance 
 

 

Full Cure Time 24 Hours 
 

Typical Breakaway Strength 8 Nm/mm² 
 

Typical Prevailing Strength 8 Nm/mm² 
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Tradelock B243 Nutlock 

 
 
Surfaces must be clean, dry and free from oil, grease and other contaminants.  Product is normally hand applied from the 
bottle.  Primers such as B747 (Standard Anaerobic Activator) can be used, however up to 30% strength loss can occur 
when using accelerators, but cure thickness will increase with Activators up to the maximum limits. 
 

 
 
For safe handling information on this product, consult the material safety data sheets, (MSDS). 
 
Not recommended without trials. 
 
Presentation 
10ml, 50ml 
 
Storage 
Store in a cool area out of direct sunlight.  Refrigeration to 5°C gives optimum storage stability. 
 
Safety 
Contains methacrylate esters and some products contain small amounts of acrylic acid.  Irritates the eyes, skin and 
respiratory system.  In case of contact with the skin; wash immediately with plenty of water.  Non-toxic when cured. 
 
Important Notice 
Data contained in this document is for information only and is believed to be reliable. Trade Grade Products Ltd (TGP) 
cannot assume responsibility for results obtained by others over whose methods we have no control.  It is the user's 
responsibility to determine suitability of the product for any specific purpose and TGP is pleased to provide a sample 
upon request. 
 
Before using this product ensure that you have been supplied with and have read carefully the following information. 

� The hazard label (complying with latest CDG/CPL regulations) applied to the container. 
� Material Safety Data Sheet, Tradelock B243.  
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